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Q Copyright

Copyright 2006 by BenQ Corporation. All rights reserved. No part
of this publication may be reproduced, transmitted, transcribed,
stored in a retrieval system or translated into any language or
computer language, in any form or by any means, electronic,
mechanical, magnetic, optical, chemical, manual or otherwise,
without the prior written permission of BenQ Corporation.

&Disclaimer

BenQ Corporation makes no representations or warranties, either
expressed or implied, with respect to the contents hereof and
specifically disclaims any warranties, merchantability or fitness for
any particular purpose. Further, BenQ Corporation reserves the
right to revise this publication and to make changes from time to
time in the contents hereof without obligation of this company to
notify any person of such revision or changes.

@ Licensing
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Wireless Wizard: BenQ Desktop/Notebook Software (Drivers and
associated Applications) for BenQ wireless modules

SOFTWARE LICENSE AGREEMENT FOR BenQ Products:

IMPORTANT READ CAREFULLY: This BenQ Software License
Agreement ("SLA") is a legal agreement between you (either an
individual or a single entity) and BenQ Corporation ("BenQ") for
the BenQ software product identified above, which includes
computer software and associated media and printed materials,
and may include "online" or electronic documentation
("SOFTWARE PRODUCT" or "SOFTWARE"). By installing,
copying, or otherwise using the Wireless Wizard, you agree to be
bound by the terms of the SLA.

Copyright



SOFTWARE PRODUCT LICENSE:

The Wireless Wizard is protected by copyright laws and
international copyright treaties, as well as other intellectual
property laws and treaties. The Wireless Wizard is licensed, not
sold.

1. GRANT OF LICENSE.

This SLA grants you the rights to install, use, access, or otherwise
interact with ("RUN") ONE copy of the SOFTWARE per computer
used in conjunction with the BenQ hardware product which it is
designed to work with.

2. CONDITIONS.

You may not modify, reverse engineer, decompile, or disassemble
the Wireless Wizard.

The Wireless Wizard is licensed as a single product. Its component
parts may not be separated for use.

You may permanently transfer all of your rights under this SLA,
provided you retain no copies, you transfer all of the Wireless
Wizard and the associated hardware (including all component
parts, the media and printed materials, any upgrades, this SLA)
and the recipient agrees to the terms of this SLA.

3. TERMINATION.

Without prejudice to any statutory or other rights you may have,
BenQ may terminate this SLA if you fail to comply with the terms
and conditions of this SLA. In such event, you must destroy all
copies of the Wireless Wizard and all of its component parts.

4. COPYRIGHT.

All rights, title and interest, including all copyrights and other
intellectual property and proprietary rights, in and to the Wireless
Wizard (including but not limited to any images, photographs,
animations, video, audio, music, text, and "applets," incorporated
into the Wireless Wizard), the accompanying printed materials,
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and any copies of the Wireless Wizard, are owned by BenQ or its
suppliers. The Wireless Wizard is protected by copyright laws and
international treaty provisions. Therefore, you must treat the
Wireless Wizard like any other copyrighted material. You may not
copy Wireless Wizard or the printed materials accompanying the
Wireless Wizard.

Licensing
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" Overview

Shipping contents

Carefully unpack and verify that you have all of the items
shown below. If any of these items are missing, please contact
your place of purchase.

LinkPro (wireless module)
Antenna
User’s Manual & Wireless Wizard software CD-ROM

User’s Manual

(3 Screw the antennato LinkPro.

Overview



LinkPro exterior view
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System requirements

In order to display presentations by using LinkPro and
Wireless Wizard, 1t is necessary to have a LAN or Wireless LAN
(WLAN or Wi-Fi) enabled computer (PC or Notebook) loaded
with the Wireless Wizard software, and a BenQ projector
attached with LinkPro. The minimum system requirements
are:

Computer specifications
B Windows 2000 or XP (Home or Pro edition)
B  CD-ROM drive

B  Embedded/Add-on Wireless or LAN capability

Projector

Compatible with BenQ MP720/MP620/MP720p/MP770
Digital Projectors

Overview



@ Preparation and Installation

Overview

The Wireless Wizard software can be used to connect with
suitably configured BenQ projectors with LinkPro installed.

The process takes three steps.

1.

Prepare the projector for connection by installing LinkPro
to it.

Prepare your computer for connection.

Use Wireless Wizard to connect the computer to the
projector. (See Chapter 3 on page 15.)

Preparing your projector for connection

1.

Ensure the projector is free from any cables. (This makes
more room for the next step without interfering with
cables.)

As illustrated, hold the projector slightly up and attach
LinkPro to the projector by aligning the lugs on LinkPro
with two small slots on the projector.

Preparation and Installation 9



3. Press the DVI plug to fit into the DVI socket on the
projector.

5. Connect a power cord to the projector and a wall socket.
Turn on the projector. (You may refer to the projector
user’s manual for details about starting up the projector.)

6. Once the projector is started, you see a searching display
similar to this:

10 Preparation and Installation



If the display shows N/A as in the Wireless Connection
section like below, it means the projector doesn’t detect
LinkPro. To find out the problem and solution, see
"Cannot project an image" on page 33.

Preparing your computer for wireless
connection

Checking the TCP/IP settings of your computer

In order for the projector to connect to your computer
successfully, your computer must allow automatic IP and DNS
address assignment in TCP/IP settings. Follow the steps below
to check if the TCP/IP settings of your computer are correctly
set.

(3 If provided, use the wireless connection application specifically
designed for your wireless card to configure settings.

1. Right-click the Wireless connection [# icon on
Windows Taskbar, and then select View Available
Wireless Networks in the menu that appears.

Disable
Status
Repair

Change Windows Firewall settings

Open Network Connections

e LR 7 e DA A
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2. The Wireless Network Connection window will pop up.
Click Change advanced settings to continue.

P s s et o s
T4 e gt b A obrrt et

3. In the window that follows, click Internet Protocol
(TCP/IP) and then the Properties button.

Wireless Network Connection Properties

General | wielsss Networks | Advanced |

Connect using

‘g Intel(R) PROAvreless 220086 Netwn ‘

This connection uses the following items:

¥ AEGIS Pratocal IEEE 802.14] w3.1.6.0 Rad
>

L | @

o [

Deseription
Transmissian Cantrol Protocal/ntemet Frotocel, The default
wide area network protocal that provides communication
scross diverss interconnected networks

Show icon in notification area when connected
MNatify me when this connection has limited or no connectivity
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4. Make sure that Obtain an IP address automatically and
Obtain DNS server address automatically are selected,
and then click the OK button.

Internel Profacol [TEPAR) Properties

Genetal | Awinale Corligragion

Wi can get IP rettings astigned suromatcaly i your networ: suppoit
thes capababty. Ulhemvase. you need Yo ach you netrorh, adimeresh alo foo
e appanpuiste [P snifings

@) bk o [P e automalicaly

Co aaders:

I (5} (blaw DS seves ks aulomalicaly I

{3 Use the folowirg DMS server addresses:

Advanced.,

[ =

Installing the Wireless Wizard to your
computer

In order to get your computer ready for connection to the
projector, you need to install the Wireless Wizard.

Pre-installation Check

1. Check that your system meets the system requirements for
operating system and hardware requirements described
under "System requirements" on page 8.

2. Ensure you have sufficient privileges to install software.

3. Ensure you have un-installed any previously installed
BenQ Wireless Wizard software. See "Uninstallation" on
page 32 for removing the software.
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Installation

1. Close any other applications being run.

2. Insert the Wireless Wizard software CD into the CD drive
of your computer. The software installation menu will
display on-screen.

(3 installation does not begin automatically, browse the CD using
Windows Explorer and double-click Setup.exe to begin
installation.

3. Click Install Wireless Wizard and follow the on-screen
instructions to proceed.

4. Restart your computer after you complete the
installation.

5. After Wireless Wizard is successfully installed, the
shortcut icon will be created on the Desktop.

14 Preparation and Installation



e Making Connections and
Presentations

About wireless connection modes and channels

Your projector is compatible with the three most popular
wireless local area network (Wireless LAN or WLAN)
standards defined by IEEE (Institute of Electrical and
Electronics Engineers): 802.11 a, 802.11 b and 802.11 g. These
standards are referred to in this manual as wireless connection
modes.

The 802.11 b mode has a maximum raw data transfer rate of 11
Mbit per second (Mbps), while the 802.11 g mode has a faster
speed of 54 Mbps, and is backward compatible with the 802.11
b mode. The 802.11 a mode also allows 54 Mbps data
transmission, but operates at a different band and is not
backward compatible with the 802.11 b and 802.11 g modes.
You need to use the MODE button on the projector, or the
SWAP button on the remote control to select a mode that
supported by the computer you want to connect.

In order to prevent interference when multiple wireless
connections are used in close proximity, each wireless
connection mode allows operation in different channels. For
example, two 802.11 b networks can work simultaneously
without interference under different channels. You can use the
AUTO button on the projector or remote control to select a
channel. Note that the channels that are available for use in a
particular country differ according to the regulations of that
country.

Although multiple computers can be connected to the same
projector through LinkPro, it is not reccommended that your
laptop computer be connected to more than one wireless
module simultaneously.

Making Connections and Presentations 15



* Wireless Wizard does not support DirectX applications (e.g.
& games). Running these applications will cause the system to
become unstable.

« Wireless Wizard only supports a fixed resolution of 1024 x 768
@ 60Hz (XGA).

« Executing Wireless Wizard will temporarily stop Wireless Zero
Configuration (WZC) service.

Making wireless connection

1. Make sure that the distance between the computer(s) and
projector is within 20 meters (64 feet) and the network
cable(s) has been removed if the Network Type has been
previously used as LAN.

2. Press the Source button repeatedly to switch the input
source to Wireless.

3. The following Wireless Connection menu will display. If
not, press the LAN/Wireless button on the remote control
once or twice to select the Wireless Connection menu.
Make sure the network type is Wireless.

Wireless Connection MP720-736ED

Press aorvto select I Network Type: Wireless I
ode: ]

Press < or »-to confirm Channel: 7

Press [LAN/Wireless] to change Network Type
Press [SWAP] / [MODE] to change Wireless Mode
Press [AUTO] to change Wireless Channel

16 Making Connections and Presentations



4. Turn on your computer’s wireless function. For more
information on how to do this, please refer to the
documentation of your computer.

>

5. Double-click on the ... icon on Windows Desktop, or
click Windows Start button and select (All) Programs ->
BenQ Wireless Wizard--MP Series -> BenQ Wireless
Wizard--MP Series to open Wireless Wizard. If there are
multiple wireless network cards installed on the computer,
the following dialog will display prompting you to select a
card to use. Click to select a wireless network card from the
dialog and then click the OK button.

BenQ Wireless Wizard

WLAN Card List |

Click to select a IEEEB02.11afg WLAN Card Adapter #2
. BENQ AWL300R/AWLA00R Wireless LAN USB Adapter
wireless

network card
from the list | Wireloss Wizard detects two or mors wireless cards.

Please select a wireless card.
[ ox ]| cone

6. The Wireless Wizard window will follow. Set the Network
Type to Wireless.

(T Inconsistent settings of Network Type between your computer
and the module may cause connection failure.

Making Connections and Presentations 17



7. Wireless Wizard will detect the wireless capability of your
computer (or the wireless network adapter selected in step
5) and display it in the window.

Metwork Type

« Wireless [ Wirelese card_o02.110la] ——— The wireless

©LAN Version : Oct 20 7005 capability of your
Projector List

Wireless Projector Name Signal Strength ComPUter

Refresh List |
Image Freeze Connection
i | [ conneet | oiscannect |
Status
Disconnected
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8. According to the wireless capability of your computer,
press the MODE button on the projector or
SWAP/Wireless button on the remote control to change
wireless connection to a suitable mode. The selected mode
will display on the projected Wireless Connection menu.
Current wireless connection channel will also display.

The Wireless Connection menu is available in
multi-languages. You can change it into other language
after an image is projected. Press the MENU button on the
remote control or projector. Set your familiar language in
Advance > Language. For details about the operation of
on-screen display (OSD) menus, refer to the projector’s
user’s manual. The OSD system will not work when the
Wireless Connection menu is displayed.

Wireless Connection MP720-736ED

Current wireless
connection mode

Press aor ¥ to select

[Mode 0211 b/g |
Press < or b to confirm Channel: 7 =
Press [LAN/Wireless] to change Network Type
Press [SWAP] / [MODE] to change Wireless Mode
Press [AUTO] to change Wireless Channel

— Current wireless
connection channel

(3 * The 802.11 a mode may not be available on the projectors sold
in certain countries/areas due to local regulations.

* When selecting wireless channel, it is recommended that you
choose from between channel 1 and channel 7.
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9. When the projector is discovered by the computer, the
name of the projector and signal strength will appear in
the Wireless Wizard window on the computer. If it doesn’t,
click the Refresh List button to try again.

Bend) Wireless Wizard B

Metwork Type
= Wireless Wireless card  BOZ.11bjy
 LAN Version @ Oct 20 2005
Projector List

Name of the —_m' Momne I:jﬂ";';' Suength |

discovered projector

Signal strength
| Relresh List |
Image Freeze Cannection
] Connect | Disconnect
Status
Disconnected

(3 If the projector still can’t be found, check the following:

«Is the computer too far away from the projector? Move the
computer closer to the projector and click the Refresh List
button in the Wireless Wizard window to try again.

« Are there other wireless networks nearby? Press the AUTO
button to change wireless connection to a different channel
and try again.

« Are the TCP/IP settings correctly set? Refer to "Checking the
TCP/IP settings of your computer” on page 11 for details.
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10. Click on the name of the discovered projector and then
click the Connect button.

Bend) Wireless Wizard =] ]
Metwork Type
= Wireless Wireless card  BOZ.11bjy
 LAN Version @ Oct 20 2005
Projector List

Helresh List |

Image Freeze

I| Connect I Disconnect
_

Status

Disconnected

The display resolution of your computer screen will be set
to 1024 x 768 automatically to match that of the projector
(distortion of image on computer screen may occur, but it
will not affect the projected image).

11. The computer will start connecting to the projector. This
may take a few seconds.

12. Repeat Step 2 - Step 6 if you want to establish wireless
connections to the projector on other computers. You can
connect up to 10 computers to the projector.

(3 Inthis Wireless network type, the projector detects and displays
the images from computers that connect wirelessly. Other

computers that connect to the projector via network cables will
not show in the Wireless Connection list in the next step.
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13. The projector will display a list of all computers currently
connected to the projector.

Wireless Connection MP720-736ED
Name of the Richards notebook
connected
computer

Press aorvto select Network Type: Wireless
X Mode: 802.11 b/g
Press < or »to confirm Channel: 7

Press [LAN/Wireless] to change Network Type
Press [SWAP] / [MODE] to change Wireless Mode
Press [AUTO] to change Wireless Channel

The connection status will also display in the Wireless
Wizard window on the computer.

Bend Wireless Wizard

Metwork Type

“ Wireless Wircless card  B02.11hj/g

~ LAN Version : Oct 20 2005
Projector List

Wireless Projector Name | Signal Strength |
MPT20-735C0 100 %
Presentation Jumper | Betresh List
Image Freeze Cannection
Start ] | I Disconnect

The Wireless Wizard icon on Windows Taskbar will also
turn from [ to @# to indicate the status.
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14. Press the “ or Y button on the projector or remote
control to select the computer you wish to connect in the
projected Wireless Connection menu, and then press
the € or » button to use the image from the connected
computer.

Alternatively, if no connected computer is currently
projecting, you can click the Presentation Jumper button
in the Wireless Wizard window to have the projector
display the image from the computer directly.
(3 When presenting, static screen JPEG images are captured on
the computer and sent to the projector for display. This
necessarily involves some processing power on the computer.

This format is unsuitable for movies and large animated
graphics. They will appear jerky.

Audio is also not supported via connections through LinkPro. If
you need to play sound through the projector, please see the
projector’s documentation for details.

Making cable connection

What if your computer(s) is not equipped with Wireless LAN
card/adapter?

The LinkPro also makes connection possible via network
cable(s). With commercially available Ethernet 100/10BaseT
network cable(s), you can connect one computer to the
projector at a time, or allow multiple computers access the
projector at the same time. The connection path should be like
one of the illustrations on the next page.
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B One computer to the projector
Connect one end of the network cable to the network port
on LinkPro and the other end to the same port on your
computer.

B Multiple computers to the projector

Depending on how many computers to be connected,
several network cables and a switch hub are required.
Make sure the switch hub is turned on.

Connect one end of the network cable to the network port
on LinkPro and the other end to one of the switch hub’s
network ports.

Take the other cable; connect one end to the switch hub’s
network port and the other end to the computer’s network
port. Repeat this step until all of the presenters’ computers
are connected.

Once you have set up you computer(s) and projector by
following one of the methods mentioned above, please
continue to the following steps for connection.
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1. Make sure both the projector and computer(s) are turned
on, and the yellow light on LinkPro’s network port is on.

Green light

yellow light (

-8

The green light on LinkPro’s network port will be flashing in the
following steps whenever data transmission occurs between the
projector and computer(s).

2. Press the LAN/Wireless button on the remote control once
or twice to select the Wireless Connection menu. Make
sure the network type is LAN.

The Wireless Connection menu is available in
multi-languages. See page 19 for details.

Wireless Connection IP_192.168.1.254

Press aorvto select Network Type: LAN
TR

Press < or » o confirm Channel: N/A

Press [LAN/Wireless] to change Network Type
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3. Double-click on the ....fﬁ.“ icon on Windows Desktop, or
click Windows Start button and select (All) Programs ->
BenQ Wireless Wizard -> BenQ Wireless Wizard to open
Wireless Wizard.

(3 Besureto close the previous Wireless Wizard window and

reopen it if your computer has wireless capability and just
connected to the projector wirelessly.

To close the Wireless Wizard window, click [ (Close) on the

top-right corner.

4. The Wireless Wizard window will follow. Set the Network
Type to LAN.

5. When the projector is discovered by the computer, the
name of the projector and signal strength will appear in
the Wireless Wizard window on the computer. If it doesn’t,
click the Refresh List button to try again.

Network Type

© Wireless Wircless card  NA

 LAN Version @ Oct 20 2005
Projector List

Name of the —_'wm“ I:ujﬂ";';' Suength_|

discovered projector

Signal strength
| | Retresh List ||
Image Freeze Connection
Connect | Disconnect |
Status
Disconnected

26 Making Connections and Presentations



6. Click on the name of the discovered projector and then
click the Connect button.

Bend) Wireless Wizard B

Network Type
 Wireless Wircless card  Nia

" LAN Version | Oct 20 2005

Projector List

s cjoctoc -
|

HRefresh List |
Image Freeze (‘mnminn
] | Conned I Jisconnect
Status
Disconnected

7. The computer will start connecting to the projector. This
may take a few seconds.

8. Repeat Step 2 - Step 6 if you want to establish connections
to the projector on other computers. You can connect up
to 10 computers to the projector.

(T3 In this LAN network type, the projector detects and displays the
images from computers that connect via network cable(s). Other

computers that connect to the projector wirelessly will not show
in the Wireless Connection list in the next step.

9. Refer to steps 13 and 14 on page 22 for the remainder of
the procedure.
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Controlling presentation
Freezing image

To freeze the image during a wireless presentation, click the
Image Freeze Start button in the Wireless Wizard window. To
release the function, click the Image Freeze Stop button.

Bend) Wireless Wizard
Metwork Type
“ Wireless Wircless card  B02.11hj/g
AN Version : Oct 20 2005
Projector List
Wireless Projector Name | Signal Strength |
MPTZ0-735C0 100 %
Presentation Jumper | Relresh List
Tmage Freeze Connection
Start Disconnect
Status
Connected
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Swapping presenter

If there are multiple computers connected to the projector, you
can use this function to swap projector display among these
computers.

B Method 1: Computer control

1. On the current presenter’s computer, click the
Disconnect button in the Wireless Wizard window.

Bend) Wireless Wizard (=] ]
Metwork Type
“ Wireless Wircless card  B02.11hj/g
 LAN Version : Oct 20 2005
Projector List
Wireless Projector Name | Signal Strength |
MPT20-T35C0 100 %

Presentation Jumper | Relresh List |

Image Freeze

Start ] |Cmn=u‘m‘ I Disconnect |

Status

Connected
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2. On the next presenter’s computer, click the Presentation
Jumper button in the Wireless Wizard window.

Bend) Wireless Wizard

Metwork Type
= Wireless
 LAN

Projector List

Wireless card  B0D2.11bjg
Version @ Oct 20 2005

MPTZ0-735C0

Wireless Projector Name

| Signal Strength |
00 %

Presentation Jumper

| | Relresh List

Tmage Freeze

Start

Connection

I Disconnect

Status

Connected

B Method 2: Projector control

1. Press LAN/Wireless on the remote control or Source on
the projector to display the Wireless Connection menu.
2. Pressthe * or ¥ button on the projector or remote
control to select the next presenter’s computer in the
Wireless Connection menu, and then press the ¢ or
» button to project.
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Disconnecting

To disconnect the projector from a computer, click the

Disconnect button in the Wireless Wizard window.

Bend) Wireless Wizard

Network Type
= Wircless
~ LAN

Projector List

Wireless card  B0D2.11bjg
Version @ Oct 20 2005

MPTZ0-735C0

Wireless Projector Name

Presentation Jumper |

| Signal Strength |
00 %

Helresh List |

Image Freeze

Start

= |

Status

Connected

The display resolution of your computer screen will return

from 1024 x 768 to its original setting.

To exit the Wireless Wizard window, click £ (Close) on the

top-right corner.
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@ Uninstallation

Uninstalling the Wireless Wizard Software
Driver
When updating software versions, it is recommended that you

remove the previous software drivers prior to installing the
new version.

1. Open Add or Remove Programs in Control Panel.

2. Click Change or Remove Programs, and then select BenQ
Wireless Wizard to remove. Click the Change/Remove
button.

3. Click ‘Yes’ in the Confirm Uninstall dialogue box.

4. The uninstallation is finished. The shortcut icon on
Windows Desktop is also removed.

Detaching LinkPro

1. Make sure the projector is turned off.

2. Loosen the screws.

3. Hold the projector slightly up, and detach LinkPro from
the projector while pressing the release button on the
bottom of LinkPro.
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e Troubleshooting

@ Cannot project an image

The projector doesn’t
detect LinkPro.

B Make sure your projector
is turned on.

B Make sure the LinkPro is
securely attached to the
projector.

B Check whether the pin is
damaged.

@ Unable to use wireless connection.

Cause

The network types on the
projector and computer
do not match.

Remedy

Press LAN/Wireless on the
remote control once or twice to
select Wireless network in the
Wireless connection menu,
and set the Network Type to
Wireless on the Wireless
Wizard window.

The wireless connection
modes between the
projector and computer
do not match.

Change the wireless
connection mode on the
projector by pressing the
SWAP/Wireless button on the
remote control or MODE on the
projector according to the
wireless capability of your
computer.
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The wireless settings are
not properly configured.

Check the wireless settings of
your computer. See "Preparing
your computer for wireless
connection" on page 11 for
details.

The wireless signal is too
weak.

Move the computer to a
location with better signal
reception.

There are other wireless
networks nearby.

Press the AUTO button to
change wireless connection to
a different channel and try
again.

The network cable(s) is
attached to LinkPro.

Unplug the network cable(s)
from LinkPro and re-establish
wireless connection.

@ Unable to use LAN connection.

Cause

The network types on the
projector and computer
do not match.

Remedy

Press LAN/Wireless on the
remote control once or twice to
select LAN network in the
Wireless connection menu,
and set the Network Type to
LAN on the Wireless Wizard
window.

The switch hub used to
connect to the projector
and computers are not
on.

Connect your hub to a power
outlet and switch it on (if
necessary).

Troubleshooting




The network cable(s) is
not securely connected to
the network ports.

Re-connect the network

cable(s) to the network ports.

The LAN network
connection is
problematic.

Re-connect the LAN
connection through the
Wireless Wizard.

Troubleshooting
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